COIL STATIONS BKS58a

	FREQUENCY
	TRANSMITTER
	BUCKING (CALC)
	BUCKING (ACTUAL)
	RECEIVER
	TX/RX SEPARATION

	380
	23.875
	120.9
	122.5
	336.25
	312.375

	1790
	53.0
	154.4
	155.0
	364.0
	311.0

	3300
	1.75
	168.8
	169.0
	358.25
	356.5

	8600
	9.75
	134.8
	135.0
	322.5
	312.75

	41KHZ
	-5.25
	149.5
	148.75
	307.75
	313.0

	137KHZ
	38.25
	136.4
	136.75
	350.5
	312.25


Resolve: Average coil separation 7.9 meters is ok for forward models.

DIPOLE MOMENT – RESOLVE

	FREQ (nominal)
	NIA (20c)
	NIA (65c)

	380
	370
	314

	1790
	192
	163

	3300
	151
	128

	8600
	98
	83

	41KHZ
	37
	32

	137KHZ
	15
	13


DIPOLE MOMENT – DighemV

	FREQ (nominal)
	NIA (20c)
	NIA (65c)

	900
	213
	181

	1100
	230
	196

	5500
	94
	80

	7200
	84
	71

	56KHZ
	14
	12


Dighem V: 8 meters for all lower freqs; 6.3 for the 56 kHz freq.

